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Waste Bag Opener
Municipal Waste Processing

PASSIONDRIVEN
T E C H N O LO GY

Simplify processing with efficient bag opening

Waste Bag Opener
The Bag-Opener is a simple yet effective system, allowing for the non-destructive splitting and emptying
of waste bags. It ensures optimum opening of bags of different sizes and a constant supply to further
sorting processes. Its modular design makes its integration easy and it is possible to incrrease the buffer
capacity, and thus the overall efficiency of the opener, as well as adapting the device to the facilities
loading equipment (charger type). The dimensions can also be determined by the space available on the
existing plant.

MODULAR
DESIGN
The opener is available
as a standard model or
in combination with a
charging hopper with
conveying system

HIGH THROUGHPUT
CAPACITY

HIGH
EFFICIENCY

LOW MAINTENANCE
& SERVICING

Up to 30 t/h processing
capacity for Municipal
Solid Waste (MSWs)

The opener achieves an
overall opening and
emptying rate of 95%

Tools made of wear
resistant steel for longer
life and protection
against long items
entanglement

Operating Principle

The fraction to be processed is poured into the feeder hopper and onto the
conveyor belt, which moves the material to the working part of the device. The
working element is a rotating shaft equipped with fixed retractable knives, which
take the material (bags) and lift them upwards, where the knife assemblies of
ripper knives are mounted and which perform the function of cutting, tearing,
preventing blockage and pre-cleaning the drum
The process of tearing / opening bags takes place in the spaces between the
knives located on the shaft of the device and the knife assemblies - 5 independently operating knife assemblies, so-called Counterweights (scrapers) which, when in
working position, are free to deflect under the material pressure.

Main features

CUSTOMIZABLE
DIMENSIONS

HIGHLY
VERSATILE

AUTO
REVERSE
SYSTEM

PRESERVE
VALUABLE
RECYCLABLES

HIGH
MECHANICAL
RESISTANCE

ADJUSTABLE
SPEED

Technical Data
BAG OPENER RW SERIES

BAG OPENER MOBILE VERSION

RW13

RW17

RW23

Working width (mm)

1300

1700

2300

Hopper length (m)

3 to 6

3 to 6

3 to 6

Hopper volume min (m )

6

7.7

10.4

Hopper volume max (m )

13

16

22

Power requirement (kW)

30

45

55

3

3

Total weight (t)

6 to 10

8 to 12

Throughput can vary depending on the material, material properties, moisture and composition.

*

10 to 14

MOBILE VERSION
Working width (mm)
Hopper length (m)
Hopper volume (m3)
Power requirement (kW)
Total weight (t)

1300
5.5
11
30
8

Throughput can vary depending on the material, material properties, moisture and composition.

*
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